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Cobalt Co composition has detrimental effects on the deposition of diamond films on cemented
tungsten carbide WC-Co substrates. It decreases adhesion of the deposited films to the substrates
and causes a transformation of sp3-bonded diamond to sp2-bonded graphite. In this study, a KrF
excimer laser with a wavelength of 248 nm, a pulse width of 23 ns, and a pulse energy range of
84–450 mJ was used in the combustion-flame method to improve the quality of the deposited
diamond films. Scanning electron microscopy, energy dispersive x-ray analysis, and Raman
spectroscopy of the deposited films showed that a laser irradiation during combustion-flame
deposition of diamond decreased the cobalt composition drastically. Based on the experimental
results, the influence of the laser irradiation on the deposition process was analyzed. © 2006
American Institute of Physics. DOI: 10.1063/1.2402977
I. INTRODUCTION
Diamond coatings are of great interest to industrial ap-
plications and scientific research due to their unique proper-
ties such as high hardness, high thermal conductivity, chemi-
cal inertness, wear resistance, transparency, and high
electrical resistivity.1 Many techniques, including chemical
vapor deposition CVD,2,3 pulsed laser deposition PLD,4
and shock wave compression technique5,6 have been devel-
oped to deposit diamond films on various substrates. How-
ever, most of the deposition techniques require high tempera-
ture and high pressure, or are based on the reaction of special
gases e.g., CH4, H2, etc. in a vacuum chamber, which limit
their potential for a large-scale production. Up to now, the
only published technique that can obtain diamond films in
open atmosphere is the combustion-flame method,7–10 which
uses the flame of C2H2 or other hydrocarbon gases and O2
gases to create a reaction zone for diamond growth. QQC
Inc., a Michigan-based company, applied patents11,12 for their
unique technique using three lasers with CO2 and N2 gases
in open atmosphere to obtain high-quality diamond films.
But the data in their patents are very limited and few groups
could repeat their experimental results in the past years.
Since the invention of the combustion-flame method by
Hirose and Komaki in 1988,13 many researchers have made
tremendous efforts to improve the technique to obtain high-
quality and uniform diamond films. The most significant pa-
rameters in this technique are the gas ratio, the total flow
rate, the growth temperature, and the distance between the
substrate surface and the inner cone of the flame.7 It is gen-
erally agreed that diamond growth can be achieved by a gas
ratio C2H2/O2 of 0.9–1.214 and a temperature range of
400–1200 °C.7 Abe et al.15 obtained highly uniform and
dense diamond microcrystalline thin films using a combus-
tion flame surrounded by an inert gas flow. Thorpe et al.16
used a growth-etch cycling method to achieve high-quality
diamond. By placing the flame in an enclosed chamber,
Takeuchi and Murakawa17 reduced the effect of N2 compo-
sition in open air. Donnet et al.18 treated WC-Co substrates
in a boiling solution of 17% HCl to minimize the Co content
and increase the roughness on substrate surfaces for better
deposition. All these research efforts improved the technique
in certain aspects.
In this study, a KrF excimer laser was used with a com-
bustion flame to deposit diamond coatings on WC-Co sub-
strates. The objectives of this work were to obtain an under-
standing of the interactions and effects of pulsed laser
irradiation on the diamond growth, and to explore the condi-
tions that could achieve better diamond film quality.
II. EXPERIMENTAL SETUP
Figure 1 shows a schematic diagram of the experimental
setup used in this study, which contains a KrF excimer laser
COMPexPro 205, Lambda Physik, optics for directing the
laser beam, a commercial C2H2/O2 combustion-flame weld-
ing torch, a gas supply, and a water-cooling system. The
welding torch had an orifice with a diameter of 1.5 mm. The
gas ratio of C2H2/O2 was controlled to be 0.90 by flow
meters B7920V, Spec-Air Gases & Technologies and the
total gas flow was settled at 2.38 slm standard liters per
minute. WC-Co substrates were placed on the surface of a
hollow brass block with water coming in from one side and
going out from the other side. The distance between the sub-
aAuthor to whom correspondence should be addressed; electronic mail:
ylu2@unl.edu
FIG. 1. Schematic experimental setup for laser-assisted combustion-flame
deposition of diamond films on WC-Co substrates.
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strate surfaces to the inner cone of the flame was 1 mm. A
KrF excimer laser beam with a wavelength of 248 nm, a
pulse width of 23 ns, and a pulse energy range of
84–450 mJ was directed by mirrors and focused by a convex
lens with a focusing length of 150 mm to the substrate sur-
faces right under the flame. The incident angle of the laser
beam was fixed at 35° to the normal of the substrate surfaces.
The flowing direction of the flame was kept at 55° to the
normal of the substrate surfaces. The laser beam covered the
whole deposition area. Deposition time was 15 min. The
WC-Co substrates BS-6S, Basic Carbide Corp. with a di-
mension of 25.425.41.6 mm3, a Co composition of 6%,
and a surface roughness of 0.40 m were ultrasonically
cleaned in an acetone liquid for 30 min before deposition.
The surface temperature of the substrates was monitored dur-
ing deposition by a pyrometer OS3752, Omega Engineer-
ing, Inc. and was controlled to be 750 °C by varying the
contact condition between the substrates and the water-
cooling brass block. The repetition rate of the laser pulse was
set to be 1 Hz and the incident laser fluence on the substrate
surfaces was varied. After each experiment, an Ar gas flow
was used to replace the flame immediately to protect the
substrate surfaces from being oxidized.
A scanning electron microscope SEM Hitachi
S-3000N was used to characterize the morphologies of the
deposited films. The SEM has an Oxford Inca energy disper-
sive x-ray EDX analysis system with a light element x-ray
detector 15 mm working distance; distance between focal
plane and detector WD and has a spectrum imaging soft-
ware which allows spectra to be collected corresponding to
the SEM images. The thickness of the deposited films was
characterized by a stylus profilometer XP-2, Ambios Tech-
nology. A homemade Raman system,19 consisting of a
514.5 nm Ar ion laser Innova 300, Coherent, Inc., a triple-
grating dispersive imaging spectrograph SP-2300i, Prince-
ton Instrument equipped with a charge-coupled device
CCD camera PIXIS 400B, Princeton Instrument, and op-
tics, was used to examine the bonding structures in the films.
The Ar ion laser power used was between 20 and 30 mW,
which produced efficient Raman excitation while maintain-
ing no damage to the examined area. The laser beam was
focused to a spot diameter of approximately 2 m. Prior to
and after Raman characterization of the deposited films, the
Raman system was calibrated and rechecked using a Si sub-
strate and a pure graphite plate. Three spectra at different
positions of each film were recorded and averaged to mini-
mize the random effects.
III. RESULTS AND DISCUSSION
A. Film morphology
Diamond films were obtained after 15 min deposition
under all conditions with and without laser irradiation. The
morphologies of deposited films were studied with a SEM.
The images at the center of the films are shown in Fig. 2. In
all cases, deposited films consist of polycrystalline grains. It
is observed that in the case without laser irradiation, as
shown in Fig. 2a, the film was interspersed by impurities
tiny white spots with a diameter of around 1 m. When a
KrF excimer laser beam with a repetition rate of 1 Hz and a
fluence of 142 mJ/cm2 was introduced during the deposition
process, there were fewer impurities in the obtained film, as
shown in Fig. 2b. If the laser fluence was increased to
247 mJ/cm2, almost no impurities could be observed, as in
FIG. 2. SEM images of the center of
diamond films after 15 min deposi-
tion: a no laser irradiation, and with
a pulsed KrF excimer laser irradiation
at 1 Hz with fluences of b 142, c
247, and d 361 mJ/cm2.
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the case of Fig. 2c. With a higher laser fluence,
361 mJ/cm2, a similar result was obtained, and the SEM
image is shown in Fig. 2d.
From the SEM images shown in Fig. 2, it is also noticed
that the average diamond crystal size became smaller when a
laser irradiation was introduced. Under current experimental
parameters, the higher the laser fluence was, the smaller the
diamond crystals were. The film thickness was examined by
a stylus profiler to be about 5 m in the center of the films in
all cases, which meant similar diamond growth rates. The
change in crystal size could be explained by the fact that
higher laser energy introduced more crystal defects during
deposition, and each defect could serve as a new site for a
secondary nucleation. Since the flow rate and the gas ratio
were fixed, the C source was unchanged. Under a fixed depo-
sition time, the incoming C atoms were distributed to the
newly introduced nuclei, and thus led to smaller crystal sizes.
B. Film composition
An EDX analysis associated with SEM was used to char-
acterize the composition of deposited films. Figure 3 shows
an EDX spectrum of the impurities presented in Figs. 2a
and 2b. It can be seen that there was high content of Co and
O in the impurities. Donnet et al.18 explained the diffusion of
Co in diamond films synthesized by a combustion flame as a
thermally induced process. At high substrate temperatures,
ball-shaped Co particles were formed on the substrate sur-
faces at initial deposition times. The Co atoms interacted
with C atoms and were transformed to C-saturated Co. The
growth of diamond crystals developed a displacement of Co,
and the particles were reassembled and increased in size. The
defects around Co particles provided sites for a secondary
diamond nucleation, which, in turn, could displace the Co
particles. With the increase in deposition time, diamond crys-
tals could grow over some Co particles, but a large number
of Co containing particles attached on the diamond facets
were moved to the top surface and eventually fell together.
Table I shows a quantitative EDX analysis of the com-
position in the deposited films according to the SEM images
in Figs. 2a–2d. From Table I, it could be observed that the
main composition in all films was C, which was in agree-
ment with the diamond crystals observed in Fig. 2. It is also
noticed that there were O and Co compositions in all films.
The O composition was introduced either by flame reaction
during the deposition or by the intermittent retraction of the
flame and replacement of the Ar gas. The Co composition
was from the WC-Co substrates. From Table I, it was ob-
served that with the increase in laser fluence, the C compo-
sition increased and the Co composition decreased corre-
spondingly.
The absence of Co particles in Figs. 2c and 2d could
possibly be explained by the laser cleaning effect.20,21 During
the deposition process, diamond crystals were formed on
substrate surfaces while Co composition came out of the sub-
strates and formed Co particles due to high temperature.18
The adhesion force between the Co particles and the sub-
strate surfaces was mainly van der Waals force. Under a laser
pulse, the Co particles absorbed the laser energy, causing an
abrupt thermal expansion which occurred within a very short
period of time, resulting in a large acceleration sufficient to
eject the Co particles from the substrate surfaces. Since dia-
mond has a poor absorption of the laser light, the cleaning
efficiency for the synthesized diamond crystals was much
lower. Most of the diamond crystals remained on the sub-
strate surfaces and served as nuclei for further growth.
C. Film structures
The atomic bonding structures in the deposited films
were characterized by a homemade Raman system.19 Figure
4 shows a series of Raman spectra corresponding to the de-
FIG. 3. An EDX spectrum of the im-
purities white spots dispersed on the
deposited diamond films.
TABLE I. Composition of diamond films at. % after 15 min deposition:
a no laser irradiation, and with KrF excimer laser irradiation at 1 Hz with
fluences of b 142, c 247, and d 361 mJ/cm2.
Element Film a Film b Film c Film d
C 94.31 97.57 97.82 97.89
O 4.12 1.51 2.09 1.95
Co 1.20 0.68 0.09 0.08
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posited films shown in Figs. 2a–2d, respectively. The
sharp peaks due to diamond were detected at 1332 cm−1,
which correspond to low stressed diamond films. The broad
peaks centered at 1520 cm−1 stand for amorphous nano-
crystalline carbon. This means that the films consisted of
diamond crystals in a matrix of amorphous carbon. However,
from literature22 the sensitivity of the Raman spectroscopy to
the sp2 carbon hybridization-bond phase is about 50 times
greater than that of the sp3 diamond hybridization-bond
phase. Thus the films were predominantly composed of dia-
mond crystals. Under current experimental conditions, no
crystalline 1580 cm−1 or microcrystalline 1350 cm−1
graphite phonons23 were observed in the Raman spectra.
The quality of the deposited diamond films was charac-
terized by the ratio of diamond to amorphous carbon
1332 cm−1/1520 cm−1 peak heights,23 Rdc, in the Raman
spectra and was plotted versus laser fluence, as shown in Fig.
5. The highest-quality diamond, as determined by the ratio,
was obtained when there was no laser involved. When a laser
beam was introduced in the process, the diamond quality
decreased. Higher laser fluences produced diamond with
lower quality. However, it is noticed from Fig. 5 that a low-
fluence laser beam 142 mJ/cm2 did produce similar dia-
mond quality as the case without laser irradiation. Referring
to the SEM images presented in Fig. 2 and EDX analysis in
Table I, it could be concluded that the deposition process
with a laser fluence of 142 mJ/cm2 was optimal, with low
Co impurities in the film and high diamond quality.
It is well known that diamond is a metastable form of
carbon at low temperatures. At high temperatures or with
external actions such as ultrashort laser pulses or high-energy
electron/ion beam irradiation, it tends to transform to its
stable form of graphite.24 The increased composition of
sp2-bonded composition amorphous carbon and graphite
with higher laser fluences in this study was due to laser-
induced graphitization of diamond.24–26 Higher laser fluences
produced more photons, which were absorbed by the surface
carbon atoms and assisted their transition from a diamond
state sp3 bonding to a graphite or amorphous state sp2
bonding. Laser energy might have other functions which
potentially affect the diamond deposition process. More in-
vestigations are being carried out.
The Raman spectroscopy of a single diamond grain was
performed with a commercial micro-Raman system Ren-
ishaw inVia Raman Microscope. The Raman spectrum is
shown in Fig. 6. The Raman system consists of a 488 nm Ar
ion laser and an integrated confocal microscope. Prior to the
characterization, the system was calibrated using a Si sub-
strate, and a Raman shift at 520 cm−1 was detected. From
Fig. 6, both a sharp diamond peak at 1337 cm−1 and a low-
intensity broad peak at 1550 cm−1 indicate that the diamond
crystal is of high quality.
FIG. 4. Color online Raman spectra
of the center of diamond films after
15 min deposition: a no laser irradia-
tion, and with a pulsed KrF excimer
laser irradiation at 1 Hz with fluences
of b 142, c 247, and d
361 mJ/cm2.
FIG. 5. Color online Ratio of the diamond Raman peak intensity
1332 cm−1 to the amorphous carbon peak intensity 1520 cm−1 as a func-
tion of the laser fluence.
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IV. CONCLUSIONS
Diamond films were obtained on WC-Co substrates in
open atmosphere using a C2H2/O2 combustion flame com-
bined with a KrF excimer laser irradiation. SEM images
showed that after 15 min deposition the films consisted of
C-saturated Co particles. The laser irradiation was found to
reduce the Co impurities, while it decreased the crystal size
of the synthesized diamond. The removal of Co impurities
was possibly due to the laser cleaning effect, while the de-
crease in crystal size was explained by the fact that the laser-
induced crystal defects provided more nuclei for a secondary
diamond nucleation. Raman spectra of the deposited films
showed that the introduction of a high-fluence laser irradia-
tion decreased the diamond quality. It was found that under
current experimental conditions, a laser fluence of
142 mJ/cm2 was optimal to produce high-quality diamond
films with low Co impurities.
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